
 

Black Rhino Performance  Page 1 of 2 

  

Auxiliary Battery Kit Installation Guide 

Yamaha Rhino 
 

Never use your factory ignition hot circuit to directly power any 
accessory!   
 
It is very important to use a fuse block for any and all electronic 
accessories you are looking to install. This is what we use on our BRP 
Rhinos, and what we recommend for you! 
 
 

Procedure: 
NOTE: Your equipment may look slightly different from the following photos. 
 
Step 1: 
Remove your rectifier from it’s factory location. 
 
Step 2: 
Place the BRP Auxiliary Battery kit into position on top of the frame-rails on the drivers side of the vehicle. Mark the 
locations for the holes to be drilled as indicated in the photo below..(Note: photo shows location for optional BRP Fuse 
Block) 
 

 
Figure 1 

2” Long Bolts 

2 1/4” Long Bolt 
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Step 3: 
Using a 3/8” drill, drill holes for the tray mounting bolts. Secure the tray using the long bolts supplied in your kit. The 2” 
long bolts are used on the inner side towards the middle of the vehicle, the 2 ¼” long bolt is used on the upper, outside of 
the box.  
 
Step 4: 
Relocate your rectifier. 

On a 2008 or newer Rhino, the rectifier mounts on the top of the 
BRP Battery Tray as indicated in the this photo. The kit includes 
Phillips head hardware to mount the rectifier. Use the bolt and 
nut for the upper hole. Drill a 15/64” hole (or a 7/32”, it’ll just be a 
little tighter) and use one of the self-tapping screws for the lower 
hole. 

 

On a 2004-2007 Rhino the rectifier mounts around the middle of 
the cross bar as indicated in the this photo. The kit includes two 
Phillips head self tapping screws to mount the rectifier. Drill two 
15/64” hole (or 7/32”, they’ll just be a little tighter) and use the 
two self-tapping screws to secure your rectifier. 

 
 
Step 5: 
Attach the isolator to the battery tray using the small panhead allen bolts, washers, and nuts. Secure your battery to the 
tray using the included battery strap and the mid-sized socket allen bolts and nuts.  
 
Step 6: 
Note: if you have purchased the optional Smart Battery Separator/Interconnect, refer to the Addendum for cabling 
instructions.  
Connect the large negative (black) battery lead to the negative on the factory battery and to the negative auxiliary battery. 
Connect the long large positive (red) wire to one of the large posts on the isolator and then to the positive on the factory 
battery. Connect the short large positive (red) wire to the other large post on the isolator and then to the positive on the 
auxiliary battery. 
 
Step 7: 
Connect the small black wire to either of the smaller posts on the isolator, and then to a ground. Attach the small pink 
(power signal) wire to the other small post on the solenoid, and then to an ignition switched power source, such as a lead 
from a BRP Fuse Block. 
 
Completion 
Be sure that all bolts and connections are tight. 
 
 As always, if you have any questions, concerns, or suggestions please call us at 619-561-5000 or drop us an email at 
CustomerServices@BlackRhinoPerformance.com. 
 


